
Vehicle Type:             Macan (95B)

Model Year:               All

Information:               Headlamp moisture

Customer Questions:  Headlamp assemblies are vented to the atmosphere to accommodate changes in temperature
within the assembly. The result of this is that humidity in the headlamp atmosphere can condense
when the temperature falls below the dew point.

                                
                                It is normal for a mist or fog of moisture to condense on the inside of the lens. Moisture levels in

the headlamp become abnormal when there is a large amount of water drops forming on the lens,
as in the photos below.
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Dr. Ing. h.c. F. Porsche AG is the owner of numerous trademarks, both registered and unregistered, including without limitation the Porsche Crest®, Porsche®, Boxster®, Carrera®, Cayenne®,
Cayman®, Macan®, Panamera®, Speedster®, Spyder®, 918 Spyder®, Tiptronic®, VarioCam®, PCM®, PDK®, 911®, RS®, 4S®, FOUR, UNCOMPROMISED®, and the model numbers andthe
distinctive shapes of the Porsche automobiles such as, the federally registered 911 and Boxster automobiles. The third party trademarks contained herein are the properties of their respective owners.
Porsche Cars North America, Inc. believes the specifications to be correct at the time of printing. Specifications, performance standards, standard equipment, options, and otherelements shown are
subject to change without notice. Some options may be unavailable when a car is built. Some vehicles may be shown with non-U.S. equipment. The information contained herein is for internal authorized
Porsche dealer use only and cannot be copied or distributed. Porsche recommends seat belt usage and observance of traffic laws at all times.

                                
                                In the event of excessive moisture buildup, inspect the headlamp for leaks around the lens. If no

leaks are present, inadequate ventilation of the headlamp is not allowing the moisture to escape.

                                The nozzle at the bottom of the vent hose is suspect and should be replaced. Vehicles produced
after July 29, 2014 have the improved nozzle. 

                           The correct nozzle part number is 95B.941.741.A            
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